
EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 11

STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M 

SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 154.21 lm/W
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NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)
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TEST VOLTAGE(V)
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M 

SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm
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Classification:

IES:Type II - Medium
CIE:Narrow - Long
IES:Semi cut-off
CIE:Non-cut-off
Max.At80:123.0cd/klm
Max.At90:0.4799cd/klm
Max.80-90:123.0cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   5790

90%   5211

80%   4632

70%   4053

60%   3474

50%   2895

40%   2316

30%   1737

20%   1158

10%    579

 5%    289

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 33.49 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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ZONAL FLUX DIAGRAM

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M 

SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3237 3440 3534 3477 3259 3042 2940 3005 311.7 311.7 2.53,2.53

3203 3581 3669 3641 3239 2748 2459 2640 903.8 1216 9.86,9.86

3281 3797 3681 3850 3338 2496 1895 2331 1439 2655 21.5,21.5

3515 4076 3324 4073 3596 2253 1384 2031 1919 4574 37.1,37.1

3770 4019 2278 3904 3858 2036 1090 1758 2284 6857 55.6,55.6

4212 3062 743.1 2773 4327 1707 669.9 1348 2350 9208 74.7,74.7

5109 372.4 293.4 398.8 5125 981.4 179.8 467.6 1979 11187 90.8,90.8

1182 96.53 35.96 121.7 1516 56.63 0.8843 16.05 1059 12247 99.4,99.4

1.652 1.238 2.163 5.830 2.956 0.8293 0.6568 0.7821 77.81 12324 100,100

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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ISOCANDELA DIAGRAM

 TYPE: 

DIM.: 

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M 

SPEC.: 

MFR.: EVERFINE SUR.: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Lamp Flux:12324.3x1 lm

-90
-90 -80 -70 -60 -50 -40 -30 -20 -10 0

90

80

70

60

50

40

30

20

10

0

-10

-20

-30

-40

-50

-60

-70

-80

10 20 30 40 50 60 70 80 90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:5859(H65.0,V-35.0)
 (At:C=15.0,Gamma=70.0)

UNIT: cd

10% 585.9
20% 1172
30% 1758
40% 2344
50% 2930
60% 3516
70% 4102
80% 4688
90% 5274

MAX = 4668.2 
MIN = 1842.6 
AVG = 3157.3 
AVG/MAX = 0.68
MIN/MAX = 0.39

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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LCS REPORT

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M  
SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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BUG REPORT

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M 

SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 1495.8 12.1

FM - Front-Medium(30-60) 4102.3 33.3

FH - Front-High(60-80) 1788 14.5

FVH - Front-Very High(80-90) 46.933 0.4

Total Forward Light 7433 60.3

BL - Back-Low(0-30) 1159 9.4

BM - Back-Medium(30-60) 2450.7 19.9

BH - Back-High(60-80) 1250.8 10.1

BVH - Back-Very High(80-90) 30.878 0.3

Total Back Light 4891.3 39.7

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B3-U0-G3

Zone Downward Upward

Lumens Lumens

Total

Lumens

House Side 4891.3 0 4891.3

Street Side 7433 0 7433

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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ROAD ISOCANDELA REPORT

 TYPE: 

DIM.: 

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M 

SPEC.: 

MFR.: EVERFINE SUR.: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Lamp Flux:12324.3x1 lm

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

V.Short

Pavement Road

Type I Type II Type III Type IV

Short

Medium

Long

70% 4133.3
50% 2952.4

20% 1180.9
5% 295.24

2.5% 147.62

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M  
SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3295

5 3276

10 3237

15 3211

20 3203

25 3226

30 3281

35 3386

40 3515

45 3629

50 3770

55 3981

60 4212

65 4542

70 5109

75 3734

80 1182

85 43.9

90 1.65

15

3295

3313

3312

3332

3365

3437

3570

3745

3950

4133

4390

4750

5019

5323

5790

3786

841

67.1

1.73

30

3295

3346

3381

3435

3498

3593

3755

3962

4184

4378

4536

4587

4410

4043

2988

517

133

35.0

1.28

45

3295

3375

3440

3512

3581

3673

3797

3953

4076

4121

4019

3672

3062

1946

372

192

96.5

31.7

1.24

60

3295

3395

3485

3558

3625

3694

3752

3787

3749

3598

3220

2544

1523

558

261

172

94.5

31.5

1.23

75

3295

3411

3519

3590

3652

3704

3710

3644

3469

3161

2540

1805

943

390

261

174

90.8

30.3

1.29

90

3295

3420

3534

3606

3669

3705

3681

3556

3324

2917

2278

1521

743

416

293

145

36.0

12.4

2.16

105

3295

3423

3537

3615

3680

3730

3730

3647

3446

3114

2516

1746

925

441

301

180

69.0

23.8

4.25

120

3295

3411

3511

3593

3664

3736

3788

3788

3683

3463

3031

2337

1393

555

287

183

110

41.1

5.91

135

3295

3398

3477

3565

3641

3736

3850

3983

4073

4071

3904

3488

2773

1580

399

218

122

48.7

5.83

150

3295

3369

3420

3487

3563

3658

3812

4026

4236

4408

4512

4488

4193

3680

2518

426

155

56.7

4.80

165

3295

3335

3350

3379

3431

3509

3659

3841

4062

4266

4502

4819

5014

5128

5280

3846

824

116

3.68

180

3295

3288

3259

3239

3239

3265

3338

3448

3596

3722

3858

4054

4327

4581

5125

4415

1516

115

2.96

195

3295

3251

3182

3117

3063

3026

3014

3033

3089

3140

3188

3242

3278

3289

3229

2710

1038

36.7

1.81

210

3295

3217

3108

2997

2905

2817

2734

2672

2647

2613

2564

2519

2405

2236

1887

1180

135

16.6

1.04

225

3295

3182

3042

2895

2748

2612

2496

2371

2253

2157

2036

1894

1707

1419

981

334

56.6

6.60

0.83

240

3295

3156

2995

2809

2615

2447

2257

2071

1894

1715

1559

1386

1154

839

344

137

30.0

1.62

0.79

255

3295

3136

2953

2737

2508

2264

2015

1775

1540

1349

1154

980

748

397

237

67.7

8.69

0.81

0.76

270

3295

3128

2940

2700

2459

2169

1895

1611

1384

1252

1090

959

670

373

180

35.2

0.88

0.70

0.66

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: SLR14-80W-4000K-5050-RA70 TYPE II M  
SPEC.: 

MFR.: EVERFINE

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:229.57V I:0.3750A P:79.917W PF:0.9284 Freq:49.99Hz 
Lamp Flux:12324.3x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 3295

5 3130

10 2937

15 2697

20 2443

25 2171

30 1900

35 1632

40 1407

45 1247

50 1083

55 941

60 640

65 349

70 174

75 38.2

80 1.97

85 0.69

90 0.66

300

3295

3144

2963

2744

2523

2314

2090

1873

1650

1460

1297

1092

868

468

242

78.5

11.0

0.75

0.75

315

3295

3162

3005

2818

2640

2489

2331

2169

2031

1896

1758

1592

1348

1006

468

148

16.1

1.11

0.78

330

3295

3192

3067

2936

2810

2695

2613

2528

2455

2388

2308

2200

2070

1815

1312

322

53.3

4.88

0.93

345

3295

3228

3140

3051

2984

2924

2881

2860

2871

2891

2902

2872

2684

2359

1998

1620

163

14.5

2.32

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.443
Temperature:25.3DEG Humidity:65.0%

Test Distance:7.700m [K=1.0000]Operators:DAMIN
Test Date:08 August 2022 Remarks:


